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DURASTRIP SMD IP68

* 5 metres package. Wattage below indicated is intended for the whole reel.

* Excellent luminous efficiency and an emission able to replace fluorescence in most
applications, with the additional benefit of versatility.

* IP68, can also be used underwater.

* Silicone sheath cable: ideal to adapt to curved profiles.

* Warm light temperature.

* Resistance to oxidation and fading due to other light sources.

* Ra/CRI >80

* Extreme long life and absence of maintenance.

* Absence of UV emission.

* Ease of assembly: it can be fixed with the 3M® double-sided tape, the strip is provided
with, or with fixing bridges.

* IP68 Strip: separable every 3 LEDs.

* Package complete of accessories for mounting.

* Max length for single power supply: 5mt.

* Do not use this item with electronic transformers for halogen lamps.

* It is recommended the use of the drivers indicated.

* Additional cut and mount kit for Strip IP68: 8 end caps, 4 fixing bridges, 4 transparent
connectors (cod. KT7200).

Item Characteristics

320 gWeight

12 mmLenght 1

5000 mmLenght

120°Opening beam

2700 KColour temperature

Warm WhiteLight Tonality

5000 LUMENNominal Flux

ConnettoreBase

75 WNominal Power

24V DC VLamp Voltage

0732775Code

Performance

75kWh/1000h

AEnergy Class

30000 hLifetime

>80Irc/Ra

Tech Info

2004/108/CE * Comp. Elettromagnetica
2011/65/UE * RoHS 2012/19/UE * RAEE EN

61547 * anno 2010 EN 55015 * anno 2014 EN
61000-3-2 * anno 2007 (+A1/+A2:2011) EN

61000-3-3 * anno 2014 EN 62471 * anno 2010
IEC/TR 62471-2 EN 62031 * anno 2009

(+A1:2013) EN 60598-1 * anno 2009 EN
60598-2-1 * anno 1997 2010/30/EU * Energy

Consumption 874/2012 * Regulation for
Energy Labelling 2009/125/CE * Progettazione

Eco Compatibile 1194/2012 * Progettazione
Eco Compatibile

Fulfilled Directives and norms

-25°C / +35°CT (°C) Working environment Temp.

70LLMMF - Lamp lumen maintenance
factor

0Mercury (mg)

<0,2sLamp start time

Instant Full LightWarm-up time up to 60 % of the full
light output

1Power Factor

100000Number of ON-OFF cycles

YESOpen fittings

YESDimmable

All parts of this document are Duralamp ownership. All rights reserved. This document and the included information are provided without any responsibility
deriving from mistakes or omissions. No part of this document can be cut, reproduced or used without written authorization. Duralamp maintains the
right to change the included data without notice due to improvements of the products.

Pag.1/2 DATE: 03/26/2016 www.duralamp.it



PRODUCT DATASHEET
Cod. 0732775

2004/108/CE * Comp. Elettromagnetica
2011/65/UE * RoHS 2012/19/UE * RAEE EN

61547 * anno 2010 EN 55015 * anno 2014 EN
61000-3-2 * anno 2007 (+A1/+A2:2011) EN

61000-3-3 * anno 2014 EN 62471 * anno 2010
IEC/TR 62471-2 EN 62031 * anno 2009

(+A1:2013) EN 60598-1 * anno 2009 EN
60598-2-1 * anno 1997 2010/30/EU * Energy

Consumption 874/2012 * Regulation for
Energy Labelling 2009/125/CE * Progettazione

Eco Compatibile 1194/2012 * Progettazione
Eco Compatibile

Fulfilled Directives and norms

-25°C / +35°CT (°C) Working environment Temp.

70LLMMF - Lamp lumen maintenance
factor

0Mercury (mg)

<0,2sLamp start time

Instant Full LightWarm-up time up to 60 % of the full
light output

1Power Factor

100000Number of ON-OFF cycles

YESOpen fittings

YESDimmable

More InfoTech

File with More InfoTech available on the website

Shipping info

8011905787349Master barcode

1 pzPack

8011905842062Item barcode
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