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COMBILamp - Standard E27

* Combi is the ideal replacement for non-transparent incandescent lamps which are no
longer available on the market.

* Frosted glass diffuser for a soft and well diffused light with anti-glare effect.

* High performance lamp Energy Class C rated: new generation halogen lamp for more
energy saving and the best colour rendering.

* Ecofriendly: with CombiLamp you replace only the central part of the lamp, thus
contributing to a cleaner world by reusing the ceramic socket and glass diffuser.

* Ecologic: they are environmentally friendly lamps because they have a longer life than
the old incandescent lamps.

* The lamps included do not require any special disposal methods because they do not
contain toxic components.

* Choice of sockets for immediate retro-fit of incandescent lamps.

* Blister pack: the package contains two lamps so you always have a spare to hand!

* PLEASE NOTE: luminous emission data refer to the G9 source only.
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Item Characteristics

102 mmLenght

55 mmDiameter

3000 KColour temperature

GLSType of lamp

625 LUMENNominal Flux

0,18 ALamp Current

E27Base

42 WNominal Power

220-240 VLamp Voltage

GLSFR-27942Code

Performance

55 WEquivalence with incandescent lamp

42kWh/1000h

CEnergy Class

1500 hLifetime

100Irc/Ra
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Tech Info

2006/95/CE * Bassa Tensione 2009/125/CE *
Progettazione Eco Compatibile 2011/65/UE *

RoHS EN 60432-2+A1 * Fascicolo 8234, Anno
2006 244/2009 * Progettazione Eco

Compatibile 859/2009 * Progettazione Eco
Compatibile

Fulfilled Directives and norms

-15°C / +35°CT (°C) Working environment Temp.

<0,2sLamp start time

Instant Full LightWarm-up time up to 60 % of the full
light output

1Power Factor

15000Number of ON-OFF cycles

YESOpen fittings

YESUV Stop quarz bulb

360°Operating Position

YESDimmable

More InfoTech

Shipping info

8011905775575Master barcode

10 pzPack

8011905830298Item barcode
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