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MR16 LED SIRIUS-P - 12V AC/DC

* COB LED with reflector: improved efficiency by 20% compared to the previous Sirius
version.

* Standard size lamp, using high efficiency COB technology.

* A larger, new look reflector for better optical control.

* A powerful lamp which allows replacement of a 75W halogen offering an energy saving
of more than 92%.

* New generation thermoconductive material housing for the electronic components: better
heath dissipation and more safety for the user.

* Packed with hangable Duralamp box.

USAGE INFORMATION

* Compatible with 12V AC output electromagnetic transformers and with constant voltage
drivers for LEDs.

* Do not use this item with electronic transformers for halogen lamps.

* Do not use with dimmer (except where differently specified).

* Can be used with Duralamp power supply for LED, Code DELT20A-12 and DELT50A-
12.

Item Characteristics

46 gWeight

57,5 mmLenght

50 mmDiameter

38°Opening beam

3000 KColour temperature

Warm WhiteLight Tonality

510 LUMENFlux

0,70 ALamp Current

GU5,3Base

6 WNominal Power

12 VLamp Voltage

39630PCode

Performance

7kWh/1000h

A+Energy Class

25000 hLifetime

>80Irc/Ra

725Axis cd
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Tech Info

2011/65/UE * RoHS 2012/19/UE * RAEE
2014/30/UE * Compatibilità Elettromagnetica

EN 61547 * anno 2010 EN 55015 * anno 2014
EN 61000-3-2 * anno 2007 (+A1/+A2:2011) EN

61000-3-3 * anno 201 EN 62471 * anno 2010
IEC/TR 62471-2 EN 62031 * anno 2009

(+A1/2013) 2010/30/EU * Energy Consumption
874/2012 * Regulation for Energy Labelling

2009/125/CE * Progettazione Eco Compatibile
1194/2012 * Progettazione Eco Compatibile

Fulfilled Directives and norms

-25°C / +35°CT (°C) Working environment Temp.

0Mercury (mg)

<0,2sLamp start time

Instant Full LightWarm-up time up to 60 % of the full
light output

0,72Power Factor

NODimmable

Shipping info

8011905848002Master barcode

10 pzPack

8011905847999Item barcode

51 x 51 x 65
Single pack dimensions
L x H x D (mm)
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