
PRODUCT DATASHEET
Cod. BT101C

BATTEN

* TYPE
Linear ceiling fixture equipped with high efficiency LED sources.  Fitted with a quick spring
clamp for connection in series.

* CHARACTERISTICS
Quick opening mechanism for wiring.  Easy to connect in series thanks to the quick spring
clamp supplied.
Can be used in series of up to 12 fixtures for the 36W model and up to 9 fixtures for the
50W model.

* MATERIALS
Polycarbonate body: opal polycarbonate screen equipped with internal fins for flow
recovery and emission optimisation.

* ASSEMBLY
AISI 316 stainless steel 'snap on' bracket  to anchor to the ceiling or to be used to
suspend the fixture.
Every package is equipped with both brackets and suspension cables (L= 96 cm).

* APPLICATIONS
Supermarkets, car parks, laboratories, warehouses.etc.

Item Characteristics

1200 mmLenght 2

56 mmLenght 1

68 mmLenght

110°Opening beam

6000 KColour temperature

Natural lightLight Tonality

3960 LUMENFlux

cavi/wiresBase

36 WNominal Power

220-240 VLamp Voltage

BT101CCode

Performance

36kWh/1000h

A+Energy Class

30000 hLifetime

>80Irc/Ra

BT101Photometry

1280Axis cd

Tech Info

2006/95/CE * Bassa Tensione 2004/108/CE *
Compatibilità Elettromagnetica 2011/65/UE *
RoHS 2012/19/UE * RAEE EN 61547 * anno
2010 EN 55015 * anno 2014 EN 61000-3-2 *
anno 2007 EN 61000-3-2/A1/A2 * anno 2011

EN 61000-3-3 * anno 2014 EN 60598-1 EN
60598-2-2 2010/30/EU * Energy Consumption

874/2012 * Regulation for Energy Labelling

Fulfilled Directives and norms

-25°C / +35°CT (°C) Working environment Temp.

70LLMMF - Lamp lumen maintenance
factor

0Mercury (mg)

<0,2sLamp start time

Instant Full LightWarm-up time up to 60 % of the full
light output

0,9Power Factor

100000Number of ON-OFF cycles

NODimmable
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Spectrocolorimetry and Photometry

Shipping info

10 pzPack

8011905927578Item barcode
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