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ERRE7s 360° Linear

* linear LED lamp with a 360° light emission

* Ideal for use in fixtures that can be enhanced by this kind of light source.

* Only 22mm diameter and the same length as linear halogen lamps, it can be installed in
most light fixtures to produce a uniform, warm light.

* Choice of color temperature, warm (Code L1980W) and natural (Code L1980N).

* The absence of UV and infrared rays that cause discoloration of goods make this lamp
preferable to a halogen lamp, especially in commercial applications.  v Explosion proof
glass not necessary.

* Cannot be used with dimmers.

Item Characteristics

54 gWeight

118 mmLenght

22 mmDiameter

360°Opening beam

2700 KColour temperature

Warm whiteLight Tonality

1050 LUMENNominal Flux

0,08 ALamp Current

R7sBase

10 WNominal Power

220-240 VLamp Voltage

L1980WCode

Performance

75 WEquivalence with incandescent lamp

10kWh/1000h

A+Energy Class

10000 hLifetime

80Irc/Ra

F128Photometry
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Tech Info

2011/65/UE * RoHS 2012/19/UE * RAEE
2014/30/UE * Compatibilità Elettromagnetica

2014/35/UE * Bassa Tensione EN 61547 *
anno 2010 EN 55015 * anno 2014 EN 61000-3
-2 * anno 2007 (+A1/+A2:2011) EN 61000-3-3

* anno 2014 EN 62471 * anno 2010 IEC/TR
62471-2 EN 62031 * anno 2009 (+A1:2013)

EN 62560 * anno 2013 EN 60968 * anno 2013
244/2009 * Progettazione Eco Compatibile

2010/30/EU * Energy Consumption 874/2012 *
Regulation for Energy Labelling 2009/125/CE *

Progettazione Eco Compatibile 1194/2012 *
Progettazione Eco Compatibile

Fulfilled Directives and norms

-25°C / +35°CT (°C) Working environment Temp.

70LLMMF - Lamp lumen maintenance
factor

<0,2sLamp start time

Instant Full LightWarm-up time up to 60 % of the full
light output

0,55Power Factor

100000Number of ON-OFF cycles

YESOpen fittings

NODimmable

Spectrocolorimetry and Photometry

Eulumdat file for lighting calculations available on the website

More InfoTech
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Shipping info

8011905788247Master barcode

10 pzPack

8011905842963Item barcode

125 x 30 x 30
Single pack dimensions
L x H x D (mm)
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