
PRODUCT DATASHEET
Cod. L3040HP3

ELLIPSOIDAL HIGH POWER

* TYPE
Range of high power LED lamps with SMD technology and high efficiency chips.  The
ellipsoidal shape and the 4200k light colour are reminiscent of discharge lamps that these
replace.

* CHARACTERISTICS
Innovative technological solution: the ballast has been separated into two parts to create a
wide cooling zone and ensure long life.  It is equipped with an E27 cap and E40 adapter.
PF: 0.9

* MATERIAL
Thermally conductive plastic body and dissipator; opal polycarbonate anti-glare screen.

* APPLICATIONS
Can be used outdoor inside special fixtures.

* NB
Not to be used with dimmers.
It can be used in closed fixtures.

Item Characteristics

345 gWeight

212 mmLenght 2

90 mmLenght 1

212 mmLenght

90 mmDiameter

300°Opening beam

4200 KColour temperature

Natural whiteLight Tonality

3000 LUMENFlux

0,14 ALamp Current

E27Base

30 WNominal Power

170-240 VLamp Voltage

L3040HP3Code

Performance

177 WEquivalence with incandescent lamp

30kWh/1000h

A+Energy Class

20000 hLifetime

>80Irc/Ra
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Tech Info

2009/125/EC * Ecodesign 244/2009 *
Regulation for Ecodesign 859/2009 *

Regulation for Ecodesign 1194/2012 *
Regulation for Ecodesign 2015/1428 *

Regulation for Ecodesign 2010/30/EU * Energy
Labelling 874/2012 * Regulation for Energy

Labelling 2011/65/EU * RoHS 2012/19/EU *
RAEE 2014/30/EU * EMC (Compatibilità

Elettromagnetica) 2014/35/EU * LVD (Bassa
Tensione)  CEI EN 55015:2014 (+A1:2016)

CEI EN 60968:2016 CEI EN 61000-3-2:2015
CEI EN 61000-3-3:2014 (+EC:2014/+EC:2016)

CEI EN 61547:2010 CEI EN 62031:2009
(+A1/A2:2015) CEI EN 62471:2010 IEC/TR

62471-2:2009 CEI EN 62560:2013 (+A1:2016)
CEI 34-141:2014

Fulfilled Directives and norms

-25°C / +35°CT (°C) Working environment Temp.

<0,2sLamp start time

Instant Full LightWarm-up time up to 60 % of the full
light output

0,9Power Factor

100000Number of ON-OFF cycles

NODimmable

Shipping info

10 pzPack

8011905927394Item barcode
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