
PRODUCT DATASHEET
Cod. L7105W

PAR 20 IP65

* IP65, for use in wet and outdoor environments in special fixtures.

* Thanks to the possibility of applying coloured filters they can be used to emphasize
particular characteristics of the objects to be lit.

* Considerable energy saving compared to CFLs and longer life expectancy.

* Flood beam.

* Very good color rendering.

Item Characteristics

69 gWeight

89 mmLenght

63 mmDiameter

38°Opening beam

3000 KColour temperature

Warm whiteLight Tonality

577 LUMENFlux

E27Base

6,5 WNominal Power

220-240 VLamp Voltage

L7105WCode

Performance

76 WEquivalence with incandescent lamp

7kWh/1000h

A+Energy Class

20000 hLifetime

>80Irc/Ra

F169Photometry

966Axis cd

Tech Info

2011/65/UE * RoHS 2012/19/UE * RAEE
2014/30/UE * Compatibilità Elettromagnetica

2014/35/UE * Bassa Tensione EN 61547 *
anno 2010 EN 55015 * anno 2014 EN 61000-3
-2 * anno 2007 (+A1/+A2:2011) EN 61000-3-3

* anno 2014 EN 62471 * anno 2010 IEC/TR
62471-2 EN 62031 * anno 2009 (+A1:2013)

EN 62560 * anno 2013 EN 60968 * anno 2013
2010/30/EU * Energy Consumption 874/2012 *
Regulation for Energy Labelling 2009/125/CE *

Progettazione Eco Compatibile 1194/2012 *
Progettazione Eco Compatibile

Fulfilled Directives and norms

70LLMMF - Lamp lumen maintenance
factor

Instant Full LightWarm-up time up to 60 % of the full
light output

0,55Power Factor

1000Number of ON-OFF cycles

NODimmable

Spectrocolorimetry and Photometry
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Shipping info

8011905848774Master barcode

10 pzPack

8011905848767Item barcode

66 x 66 x 107
Single pack dimensions
L x H x D (mm)
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