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DECO LED PRISMA CANDLE - DIMMABLE

* Special decorative effect which reminds that of candles.

* The incandescent lamp effect is recreated thanks to the reflection of a
special polycarbonate lens. Without sacrificing  the classic atmosphere, energy saving on
branched decorative appliances is ensured.

* Warm light ideal for residential and hospitality environments.

* -90% energy consumption.

* Excellent light emission.

* Ceramic casing housing the electronic components: optimization of heat dissipation and
greater safety for the user.

* Lifetime at least 14 times longer than incandescent lamps, with obvious reduction in
maintenance costs as well as in energy consumption.

* Dimmable down to 5% with TRIAC dimmers.

Item Characteristics

50 gWeight

104 mmLenght

37 mmDiameter

2200 KColour temperature

Relax WhiteLight Tonality

390 LUMENFlux

0,04 ALamp Current

B15dBase

5,5 WNominal Power

220-240 VLamp Voltage

LDL-B15D-5.0-DW-OLCode

Performance

35 WEquivalence with incandescent lamp

6kWh/1000h

A+Energy Class

25000 hLifetime

>80Irc/Ra
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Tech Info

2011/65/UE * RoHS 2012/19/UE * RAEE
2014/30/UE * Compatibilità Elettromagnetica

2014/35/UE * Bassa Tensione EN 61547 *
anno 2010 EN 55015 * anno 2014 EN 61000-3
-2 * anno 2007 (+A1/+A2:2011) EN 61000-3-3

* anno 2014 EN 62471 * anno 2010 IEC/TR
62471-2 EN 62031 * anno 2009 (+A1:2013)

EN 62560 * anno 2013 EN 60968 * anno 2013
244/2009 * Progettazione Eco Compatibile

2010/30/EU * Energy Consumption 874/2012 *
Regulation for Energy Labelling 2009/125/CE *

Progettazione Eco Compatibile 1194/2012 *
Progettazione Eco Compatibile

Fulfilled Directives and norms

-25°C / +35°CT (°C) Working environment Temp.

70LLMMF - Lamp lumen maintenance
factor

0,0Mercury (mg)

<0,2sLamp start time

P.L.IWarm-up time up to 60 % of the full
light output

0,50Power Factor

100000Number of ON-OFF cycles

YESOpen fittings

YESDimmable

Shipping info

8011905785918Master barcode

10 pzPack

8011905840631Item barcode
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